EasyChannel™ Prefinished Channel Drain

DUO QUATTRO CHANNEL DRAIN
m One piece pre-moulded drain made of tough FRP for
durable construction.

Fall fo outlet.
m Easy clean outlet located in the channel centre.

form the shower slope.
= |nstallation is easy, carried out by a plumber or carpenter.

WATERPROOFING

m Supplied-Essential Connection Waterproofing Tapes for
the secure connection of the wallboard to the channel
upstand and from the channel to recess screed.

» Compatible with all compliant liquid waterproofinyg
products.

EASYCHANNEL™ PROFILE level access in a concrete recess

Simply beds into a cement mortar bed and is screeded to

Shower screen

Bathroom floor tiles

Waterproofing over essential
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LI Floor level

< Wallboard
Extra Nog k———— Waterproofing over essential waterproofing conn. tapes

I k——— wall tiles
— [ Upstand screwed back to Extra Nog
o |
g— : Shower base tiles
2. |
N N
Y . il
- | Upstand

I 100mm

I from floor
= W=
< A\
<
Y]
jms ]
s <70mm-
=
57)' 50mm Easy Clean Cement Screed Concrete Slab
2 waste fitting
D
Ing
>
N

84

llustration of EasyChannel™
coupled with Frameless Screens.





