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BASE PACKAGE BASE AND SCREENS PACKAGE

WIDTH DEPTH CODE CODE

BOUTIQUE 900 x 900  ET-BOU  BOU-ET-B 
HARMONY 1000 x 1000  ET-HAR  HAR-ET-B 

SPLASH (LH) 1200 x 900  ET-SPL  SPL-ET-B 
ENCAPSULATOR (RH) 1200 x 900  ET-ENC  ENC-ET-B 

FABULOUS (LH) 1400 x 1000  ET-FAB  FAB-ET-B 
TRANQUILITY (RH) 1400 x 1000  ET-TRA  TRA-ET-B 
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BASE PACKAGE BASE AND SCREENS PACKAGE

WIDTH DEPTH CODE CODE

COMMANDER 900 x 900 ET-COM  COM-ET-F 
AQUARIUS 1000 x 1000 ET-AQU  AQU-ET-F 

SYMPHONY 1200 x 900 ET-SYM  SYM-ET-F 
IMMERSION 1400 x 1000 ET-IMM  IMM-ET-F 
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3-WALLED SHOWERS

ANGLE FRONT

RH BASE

SCREEN B

SCREEN F

D

W

D

W

D

W

D

W

D

W

D

WW

D

D

W

D

W

D

W

D

W

D

W

D

WW

D

OPTIONAL EXTRAS (additional charge applies)

Ellure Tile Look Wall  
– complete Ellure order form 

Essential Connections for tiled walls	       EC-ET 

Optional

•	 1960mm fully frameless screens
•	 Low profile one piece tileable shower 	
	 tray
•	 Centre waste & easy clean waste fitting
•	 Optional essential waterproofing 	
	 connection tapes

Date: Order #:

Merchant: Contact:
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BASE PACKAGE BASE AND SCREENS PACKAGE

WIDTH DEPTH CODE CODE

AMBIENCE 900 x 900 ET-AMB  AMB-ET-HA 
VIVIDO 1000 x 1000 ET-VIV  VIV-ET-HA 
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Screen diagrams are indicative only. For exact panel size visit www.atlantis.co.nz

FOUNDRY SERIES HARDWARE UPGRADE

POLISHED BRASS UPGRADE-PB 
AGED BRASS UPGRADE-AB 

BRUSHED GOLD UPGRADE-BG 
BRUSHED NICKEL UPGRADE-BN 

GUNMETAL UPGRADE-GM 
MATTE BLACK UPGRADE-MB 
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OPTIONAL ACCESSORIES  
(additional charge applies)

Suitable for Tiled Walls

EN1500	  EN1200  	 

EN900	  EN750	 

EN600 	  EN500	 

EN450  	  EN350	 

EN300	  EN200	 

EN140F	  EN400EX12-W	 
Suitable for Acrylic Walls or Ellure Tile Look Walls 

EN400RF-W	  EN400RF-B	 

EN140-RF-W	  EN140-RF-B	 

Optional

* Please see Pg. 61 for all Foundry Series information,  
   including T&Cs.

www.atlantis.co.nz 101Fill out form with your local retailer

EasyTile™ order form


