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Note: Drain position central unless dimensioned otherwise
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See Waste Channel
Recess Specifications
for size

HR
Hinged Door

21
20

45
7

70
0

39
5

All 3 Wall Screens are reversible

SL
Sliding Door

21
20

72
2

87
3

21
20

97
2

10 1,580 10
1,600  o/a

73
98

7

65
99

5
16

48
4.

5
48

4.
5

10

1,
06

0 
 o

/a

To
 ce

nt
re

 lin
e 

of
 g

laz
ing

Upstand
to 3 sides

Countersunk
Screw Holes

Glazing Channel

Fall

1:80 Slope

Edge Section

Floor
Level

Drain Section

10 10

85 55

Upstand
on side wall

W
all

Fr
am

ing

See Waste Channel Recess
Specifications for depth
information under floor
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8mm Toughened Safety
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SKU: LQ-CHI-RH-ST SKU: LQ-CHI-RH-LE

Note: Verify exact shower base dimensions on site

For more product information go to:
     www.atlantis.co.nz/shop/linea-quattro/chicago-1600x1000/

For installation instructions go to:
     www.atlantis.co.nz/trade/installation/
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Compatible with
40 or 50mm pipe

Ensure a minimum recess size of
150mm wide x 600mm long x 150mm deep

for the channel drain and waste outlet

AQUAPLANE WASTE FITTING

⦁   EasyClean Waste with in-built trap

⦁  50L/min ultra flow rate

⦁  Removable fin for easy cleaning

⦁  40/50mm outlet with swivel fitting

⦁  Components bolt together for
     guaranteed watertightness
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150 min. recess

Floor
Level

Wallboard

Waterproofing Layer
(Required on Tiled Walls Only)

Wall Tiles / Acrylic Liner / 
Ellure Tile Look Walls™

Upstand held back with 
screws above (if required)

Toughened safety glass

Factory installed
glazing channel

Waterproofing Layer

Underfloor
heating/underlay

55mm
40/50 Easy Clean
waste fitting
50mm vertical hiflow
available also

Levelling compound Concrete Slab

For depth refer to
recess depth chart
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Shower base tiles/Architectural finish
Tiler may direct stick tiles to surface of shower tray.
Refer to: www.atlantis.co.nz/trade/tiling

Extra nog

Bathroom floor tiles

Silicone bead

1:80 Slope

Solid One-Piece Acrylic-Over-Fibreglass
laminated shower tray

6mm thick
waterproofing flange
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150 min. recess

Floor
Level

Wallboard

Toughened safety glass

Factory installed
glazing channel

Waterproofing Layer

Underfloor
heating/underlay

For depth refer to
recess depth chart

Flooring

6mm thick
waterproofing flange

Excess flooring
between joists

Additional flooring
supports

40/50 Easy Clean
waste fitting
50mm vertical hiflow
available also
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55mm

Shower base tiles/Architectural finish
Tiler may direct stick tiles to surface of shower tray.
Refer to: www.atlantis.co.nz/trade/tiling

Silicone bead

1:80 Slope

Solid One-Piece Acrylic-Over-Fibreglass
laminated shower tray

Bathroom floor tiles

Waterproofing Layer
(Required on Tiled Walls Only)

Wall Tiles / Acrylic Liner / 
Ellure Tile Look Walls™

Upstand held back with 
screws above (if required)
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150 min. recess

Floor
Level

Wallboard

Extra nog

Toughened safety glass

Factory installed
glazing channel

Waterproofing Layer
Bathroom
floor tiles

40/50 Easy Clean
waste fitting
50mm vertical hiflow
available also

Satin Finish Trim

Concrete Slab

55mm
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Shower base tiles/Architectural finish
Tiler may direct stick tiles to surface of shower tray.
Refer to: www.atlantis.co.nz/trade/tiling

Silicone bead

Underfloor
heating/underlay

1:80 Slope

Solid One-Piece Acrylic-Over-Fibreglass
laminated shower tray

Waterproofing Layer
(Required on Tiled Walls Only)

Wall Tiles / Acrylic Liner / 
Ellure Tile Look Walls™

Upstand held back with 
screws above (if required)
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150 min. recess

Floor
Level

Wallboard

Extra nog

Toughened safety glass

Factory installed
glazing channel

Waterproofing Layer
Bathroom
floor tiles

40/50 Easy Clean
waste fitting
50mm vertical hiflow
available also

Satin Finish Trim

Flooring

55mm
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Shower base tiles/Architectural finish
Tiler may direct stick tiles to surface of shower tray.
Refer to: www.atlantis.co.nz/trade/tiling

Silicone bead

Underfloor
heating/underlay

1:80 Slope

Solid One-Piece Acrylic-Over-Fibreglass
laminated shower tray

Waterproofing Layer
(Required on Tiled Walls Only)

Wall Tiles / Acrylic Liner / 
Ellure Tile Look Walls™

Upstand held back with 
screws above (if required)
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