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150 min. recess

Floor
Level

Wallboard

Waterproofing Layer
(Required on Tiled Walls Only)

Wall Tiles / Acrylic Liner / 
Ellure Tile Look Walls™

Upstand held back with 
screws above (if required)

Toughened safety glass

Factory installed
glazing channel

Waterproofing Layer

Underfloor
heating/underlay

55mm
40/50 Easy Clean
waste fitting
50mm vertical hiflow
available also

Levelling compound Concrete Slab

For depth refer to
recess depth chart
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Shower base tiles/Architectural finish
Tiler may direct stick tiles to surface of shower tray.
Refer to: www.atlantis.co.nz/trade/tiling

Extra nog

Bathroom floor tiles

Silicone bead

1:80 Slope

Solid One-Piece Acrylic-Over-Fibreglass
laminated shower tray

6mm thick
waterproofing flange
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150 min. recess

Floor
Level

Wallboard

Toughened safety glass

Factory installed
glazing channel

Waterproofing Layer

Underfloor
heating/underlay

For depth refer to
recess depth chart

Flooring

6mm thick
waterproofing flange

Excess flooring
between joists

Additional flooring
supports

40/50 Easy Clean
waste fitting
50mm vertical hiflow
available also
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55mm

Shower base tiles/Architectural finish
Tiler may direct stick tiles to surface of shower tray.
Refer to: www.atlantis.co.nz/trade/tiling

Silicone bead

1:80 Slope

Solid One-Piece Acrylic-Over-Fibreglass
laminated shower tray

Bathroom floor tiles

Waterproofing Layer
(Required on Tiled Walls Only)

Wall Tiles / Acrylic Liner / 
Ellure Tile Look Walls™

Upstand held back with 
screws above (if required)
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150 min. recess

Floor
Level

Wallboard

Extra nog

Toughened safety glass

Factory installed
glazing channel

Waterproofing Layer
Bathroom
floor tiles

40/50 Easy Clean
waste fitting
50mm vertical hiflow
available also

Satin Finish Trim

Concrete Slab

55mm
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Shower base tiles/Architectural finish
Tiler may direct stick tiles to surface of shower tray.
Refer to: www.atlantis.co.nz/trade/tiling

Silicone bead

Underfloor
heating/underlay

1:80 Slope

Solid One-Piece Acrylic-Over-Fibreglass
laminated shower tray

Waterproofing Layer
(Required on Tiled Walls Only)

Wall Tiles / Acrylic Liner / 
Ellure Tile Look Walls™

Upstand held back with 
screws above (if required)
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150 min. recess

Floor
Level

Wallboard

Extra nog

Toughened safety glass

Factory installed
glazing channel

Waterproofing Layer
Bathroom
floor tiles

40/50 Easy Clean
waste fitting
50mm vertical hiflow
available also

Satin Finish Trim

Flooring

55mm
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Shower base tiles/Architectural finish
Tiler may direct stick tiles to surface of shower tray.
Refer to: www.atlantis.co.nz/trade/tiling

Silicone bead

Underfloor
heating/underlay

1:80 Slope

Solid One-Piece Acrylic-Over-Fibreglass
laminated shower tray

Waterproofing Layer
(Required on Tiled Walls Only)

Wall Tiles / Acrylic Liner / 
Ellure Tile Look Walls™

Upstand held back with 
screws above (if required)
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230 min. recess

Floor
Level

Toughened safety glass

Factory Installed
Glazing Channel

Up
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nd

Extra Nog
Waterproofing Layer

Underfloor
heating/underlay

Bathroom floor tiles

40mm Easy Clean
waste fitting

Flooring

Silicone bead

Hobb tile

Waste is central 1:80 Slope1:80 Slope

Solid One-Piece Acrylic-Over-Fibreglass
laminated shower tray

Wallboard

Waterproofing Layer
(Required on Tiled Walls Only)

Wall Tiles / Acrylic Liner / 
Ellure Tile Look Walls™

Upstand held back with 
screws above (if required)
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